Bearing Inserts For Units S |{HESUN © pa
UC200 Series Set Screw Locking
© Standard load capacity

© Wide inner ring with spherical outer ring c
“ Relubrication groove with oil hole on set screw side

© Anti-rotation pin on side opposite grease groove G
2-120°
© Nylon patched class 3A set screws are standard N ?j; %z[
© Standard seal:R-seal N N
o — — — (=)
VanY
N
S1 S
8 R-seal
UC200 Series
112
9/16
o 15748 = 1.024 | 05118 | 0.3937 | 0.630 0.157 1/4-28x1/4
. . . . B . - X
/16 - 40 26 13 10 16 4 M6xP0.75 2160 1000
15
17
o 1.8504 | 1220 | 0.6299  0.500 0.720 0.197 1/4-28x1/4
. . . . . . - X
13716 2 a7 31 16 12.7 18.3 5 M6xP0.75 2900 1410
11/16
18 2.4409 | 1.500 0748 06260 | 0.874 0.197 1/4-28x1/4
B y . . . . -, x
1-3/16 62 38.1 19 15.9 222 5 M6xP0.75 4370 2320
1-1/4
30
w
D
Q
=
T8 3.1496 | 1.937 0.827 | 07480 | 1.189 0.315 5/16-24x5/16 @
. . ! . . . = X —
=16 80 49.2 21 19 302 8 M8xP1.0 7340 3650 >
40 &
=L
(7]

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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Bearing Inserts For Units [{HESUN °
UC200 Series Set Screw Locking

© Standard load capacity

© Wide inner ring with spherical outer ring c
© Relubrication groove with oil hole on set screw side

© Anti-rotation pin on side opposite grease groove

© Nylon patched class 3A set screws are standard RN
© Standard seal:R-seal

A7

w4
2

d
|
D

51 s
B R-seal
UC200 Series
Shaft Dia. Dimensions " Dynamic Static
mm
(in.) (mm) D B c s S1 G ds Lbs Lbs
1-13/16
118 35433 | 2031 | 09449 07480 | 1283 | 0394 | 3/8-24x3/8
. . . . . . =, X
1'1:’ 16 90 51.6 24 19 32.6 10 M10xP1.0 380 4650
50
2
21716 39370 | 2189 | 0984 | 08740 | 1315 | 0394 | 3/8-24x3/8
B . o o B B =, x
Eals 100 55.6 25 222 33.4 10 M10xP1.0 Sl 220
23116
55
2-1/4
25116 43307 | 2563 | 1063 | 10000 @ 1563 | 0394 | 3/8-24x3/8
. . . . . . =, X
2-3/8 110 65.1 27 25.4 39.7 10 M10xP1.0 11780 7250
27116
60
2112 47244 | 2563 | 11024  1.0000 | 1563 | 0.394 | 3/8-24x38
B . . . . g -24 X
2 o 120 65.1 28 254 30.7 10 M10xP1.0 LYY Rt
2-5/8
21116 49213 | 2937 | 11811 11890 | 1748 | 0472 | 716-20x7/16
2.3/4 125 746 30 30.2 44.4 12 M12xP1.5 14000 8800
70
2-13/16
2718 51181 | 3.063 | 12598 13110 | 1752 | 0472 | 7/16-20x7/16
. . 4 . . f =, x
2'1:’ i 130 77.8 32 333 445 12 M12xP1.5 14830 9750
75
3-1/8 55118 | 3252 | 12992 13110 | 1941 | 0551 | 7/16-20x7/16
. 80 140 2.6 33 333 493 14 M12xP1.5 16280 10400
5 8 59055 | 3374 | 1333 | 13425 | 2031 | 0551 | 7/16-20x7/16
. . . . . . =, X
= 37118 — 150 85.7 34 34.1 51.6 14 M12xP1.5 17680 11600
=2 2112 52992 | 3780 | 14567 | 15630 @ 2217 | 0.591 112-20%1/2 21470 14100
= 90 160 96 37 397 56.3 15 M12xP1.5
1)
foa}

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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Bearing Inserts For Units FHESUN © pa
UC300 Series Set Screw Locking

© Heavy load capacity

© Wide inner ring with spherical outer ring

© Relubrication groove with oil hole on set screw side
© Anti-rotation pin on side opposite grease groove

© Nylon patched class 3A set screws are standard N
© Standard seal:R-seal

A7

.4
2

51 5
B R-seal
UC300 Series
Shaft Dia. Dimensions '™ Dynamic Static
mm
(in) (mm) D B c s s1 c | ds Lbs Lbs
13116
78 24409 | 14961 | 07874 | 0591 0.906 0263 1/4-28x1/4
N o . o . . = X
152 16 62 38 20 15 23 6 M6xP0.75 4750 2460
25
11116
e 28346 | 16920 | 09055 | 0.669 1.024 0263 1/4-28x1/4
. - . A . . p. X
UL 72 43 23 17 26 5 M6xP0.75 g8 il
1-1/4
30
1-1/4
15718 31496 18898 & 09843 | 0.748 1.142 0315 5/16-24x5/16
. . 8 . . . -, X
1-3/8 80 48 25 19 29 8 M8xP1.0 7500 4300
17116
35
2 35433 | 20472 | 1.0830 | 07480 | 1.209 0394  3/8-24x3/8
o d . 4 . . =24 %X
120416 n 90 52 27 19 33 10 M10xP1.0 il S
1-5/8
1-11/16 30370 | 22441 | 11417 | 0.866 1378 0394 | 3/8-24x3/8
1-3/a 100 57 20 2 35 10 M10xP1.25 11900 7200
45
1-13/16
178 43307 | 24016 | 12598 & 0.866 1535 0472 | 1/2-20%1/2
. . . . . . - X
1'1;” i 110 61 32 22 39 12 M12xP1.5 ity EEl0
50
2
2116 47244 | 25984 | 13386 | 0984 1.614 0472 | 1/2-20x1/2
/ . . . K : -20%
21/ 120 66 34 25 41 12 M12xP1.5 16100 10100
2315
55

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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Bearing Inserts For Units [{HESUN °
UC300 Series Set Screw Locking

© Heavy load capacity

© Wide inner ring with spherical outer ring

© Relubrication groove with oil hole on set screw side
© Anti-rotation pin on side opposite grease groove

© Nylon patched class 3A set screws are standard N
© Standard seal:R-seal

A7

.4
2

s1 S
B R-seal
UC300 Series
Shaft Dia. Dimensions " Dynamic Static
mm
(in.) (mm) D B C S S1 G ds Lbs Lbs
2-1/4
25716 5.1181 2.7953 1.4173 1.024 1.772 0.472 1/2-20%1/2
. . . . . . - x
2-3/8 130 7 36 26 45 12 M12xP1.5 18400 11700
2-7116
60
2112 55118 | 2.9528 1.5354 1.181 1.772 0.472 1/2-20x1/2
o . o . - - = x
2l 140 75 39 30 45 12 M12xP1.5 go=00 iAo
65
2-5/8
2-11/16 59055 | 3.0709 1.6142 1.299 1.772 0.472 1/2-20%1/2
2.3/4 150 78 # 33 45 12 M12xP1.5 23400 15300
70
2-13/16
2718 6.2992 | 3.2283 1.6929 1.260 1.969 0.551 | 9/16-18x9/16
.. . . . . . = X
2'"35’ 15 160 82 43 32 50 14 M14xP1.5 2 200
75
3-1/8 6.6929 | 3.3858 1.7717 1.339 2.047 0.551 | 9/16-18x9/16
30 170 86 45 34 52 14 M14xP1.5 27600 19500
3114 7.0866 | 3.7795 1.8504 1575 2.205 0.630 5/8-18x5/8
J . . . . d -18x.
SAE — 180 96 47 40 56 16 M16xP1.5 2 2500
2-1/2 7.4803 3.7795 1.9291 1.575 2.205 0.630 5/8-18x5/8
90 190 9 39 40 56 16 M16xP1.5 32000 24100

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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Bearing Inserts For Units

UCXO00 Series Set Screw Locking

© Medium load capacity

© Wide inner ring with spherical outer ring
© Relubrication groove with oil hole on set screw side
© Anti-rotation pin on side opposite grease groove

21
-3

fHrsun -
*SBEARINGS

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.

© Nylon patched class 3A set screws are standard Y
© Standard seal:R-seal iﬁ NN N\
[
51 s
B R-seal
UCXO00 Series
. " . in. . .
Shaft Dia. Dimensions e Dynamic Static
(in.) (mm) D B © s S © ds Lbs Lbs
13116
78 2.4409 15000 | 07480 = 06260 | 0.8740 | 0.1969 1/4-28
152 16 ‘62 38.1 19 15.9 22.2 5.0 Mexo.75 | 4984 2517
25
1-1/16
118 2.8346 16890 | 07874 | 0.6890 10000 | 02361 | 5/16-24
1a3/l6 72 429 ‘20 17.5 254 6 M&x1 2208 S
1-1/4
30
1-1/4
15118 3.1496 1.9370 0.827 0.7480 11890 | 03150 | 5/16-24
1-3/8 ‘80 49.2 21 19 30.2 8.0 M8x1 6657 4093
1-7/16
35
112 3.3465 | 1.9370 | 0.8661 0.7480 11890 | 03150 | 5/16-24
129416 n 85 49.2 22 19 30.2 8.0 M8x1 gt “ee
1-5/8
1-11/16 35433 | 20315 | 00449 | 0.7480 12835 | 0.3937 3/8-24 7804 5218
134 90 51.6 24 19 326 10 M10%1.25
45
1-13/16
178 39370 | 21890 | 0.9843 | 0.8740 13150 | 0.3937 3/8-24
1'1:/ 5 100 55.6 25 222 334 10 Miox1.25 0784 @y
50
2
all 43307 | 2.5630 1.0630 1.0000 15630 | 0.3937 3/8-24 8
2118 110 65.1 27 25.4 39.7 10 Miox1.25 | 1810 7376 S
2-3/16 8
55 =
>
(72]
o)
p=
(2]
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Bearing Inserts For Units [{HESUN °
UCXO00 Series Set Screw Locking

© Medium load capacity

© Wide inner ring with spherical outer ring c
© Relubrication groove with oil hole on set screw side

© Anti-rotation pin on side opposite grease groove

© Nylon patched class 3A set screws are standard RN
© Standard seal:R-seal

A7

.
=
2

51 s
B R-seal
UCXO00 Series
Shaft Dia. Dimensions - Dynamic Static
mm
(in.) (mm) D B © s S1 G ds Lbs Lbs
2-1/4
23016 4.7244 2.5630 1.1024 1.0000 1.5630 0.3937 3/8-24
2-3/8 120 65.1 28 25.4 39.7 10 Miox1.25 12866 8997
2-7/16
60
2112 4.9213 2.9370 1.1811 1.1890 1.7480 04724 | 716-20
2E o5 125 746 30 30.2 44.4 12 M12x1.5 L3510 i
2-5/8
2-11/16 5.1181 3.0630 1.2508 1.3110 1,7520 04724 | 716-20
2-3/4 130 77.8 32 33.3 445 12 Mi2x1.5 14845 1135
70
2-13/16
2718 55118 3.2520 1,2992 1.3110 1,9409 0.5512 | 7/16-20
2'1:/ 5 140 82.6 ‘33 23 49.3 14 Mi2x1.5 | 9307 2
75
3-1/8 5.9055 3.3740 1.3780 1.3425 2.0315 05512 | 7/16-20
80 150 85.7 35 34.1 51.6 14 Mi2x1.5 | o715 14352
3-1/4 6.2992 3.7795 1.4567 1.5630 2.2165 0.5905 1/2-20
85 160 96 37 39.7 56.3 15 Mi2x15 | 21594 ez

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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Bearing Inserts For Units S |{HESUN © pa
HC200 Series Eccentric Locking Collar

© Wide inner ring with spherical outer ring

© Standard load capacity C -
“ Relubrication groove with oil hole on locking collar side 5
© Nylon patched class 3A set screw in collar is standard =]
© Standard seal:R-seal 1 {
N i
e - . e

B R-seal

1.47 1.094 0.512 0.5472 1.126 0.53 0.197 1/4-28%1/4 2160 1000
37.3 27.8 13 13.9 28.6 13.5 5 M6xP0.75

34 18504 171 | 1330 06299 | 06693 | 1311 | 053 | 0197 | 14-28x14 | oo 1410
- 47 435 34 16 17 33.3 13.5 5 M6xP0.75

HC200 Series

1.80 1.433 0.748 0.7165 1.752 0.62 0.236 |5/16-24x5/16
48.3 36.4 19 18.2 44.5 15.9 6 M8xP1.0

222 1.685 0.827 0.8425 2.374 0.72 0.256 3/8-24x3/8
56.3 42.3 21 21.4 60.3 18.3 6.5 M10xP1.25

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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Bearing Inserts For Units [ {HESUN ©
HC200 Series Eccentric Locking Collar

© Wide inner ring with spherical outer ring
© Standard load capacity
© Relubrication groove with oil hole on locking collar side ¢

BS
© Nylon patched class 3A set screw in collar is standard | G
© Standard seal:R-seal 1 { -
(=) =) —_ — g
B
|
s
B R-seal
HC200 Series
Shaft Dia. Dimensions ' Dynamic Static
mm
(n) | (mm) D B1 B c s d3 B5 G ds Lbs Lbs
113116
78 35433 | 247 | 1937 | 0945 09685 | 2752 | 072 | 0256  3/8-24x3/8
. . . . . . . . -, X
1-1 :’ 16 90 627 | 49.2 24 246 | 699 | 183 65  Mioxp1.25 /980 4650
50
2
21016 39370 | 281 | 2181 0984 | 1.0906 @ 300 = 082 | 0315 7/16-20x7/16
B g 5 5 d o R . -2{0x
&S 100 = 714 | 554 25 277 | 762 | 208 8 M12xP1.5 RIE S
2316
55
2-1/4
25716 43307 | 306 | 2433 | 1063 | 12165 | 3311 | 087 | 0315 7H6-20x7/16
. B . N . . R . -2U0X
2:3/8 10 | 778 | 618 27 309 | 841 | 222 8 Miaxpis 1780 7250
2716
60
2112 47244 | 337 | 2685 | 1102 | 13425 | 3386 @ 093 | 0335 |7/16-20x7/16
. E d . . . . b -20%
ZENE = 120 | 857 | 8.2 28 34.1 86 235 85 | Mi2xp15 | 19980 Gy
2-5/8
211116 49213 | 337 | 2685 | 1481 | 13425 3543 | 094 | 0335 7/M1620x716 .o 6800
2304 125 | 857 | 68.2 30 34.1 90 23.8 85 | M12xP1.5
70
2-13/16
2718 514181 | 363 | 2937 | 1260 | 14685 | 4000 | 094 | 0335 7/16-20x7/16
. . . .. B . o o =, x
2'1:’ i 130 | 921 | 746 32 373 | 1016 | 238 85 | Mi2xp15 | 14830 ALY
75

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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Bearing Inserts For Units [ {HESUN © =
SER200 Series Set Screw Locking

© Standard load capacity

“ Wide inner ring with cylindrical outer ring and snap ring

“ Relubrication groove with oil hole on side opposite of set screws
© Nylon patched class 3A set screws are standard

© Standard seal:R-seal i

27
b
S

S1 S
B R-seal
SER200 Series
Shaft Dia. Dimensions ' Dynamic Static
mm

(in) | (mm) D B (o] S s1 F T J G P ds Lbs Lbs
12

12
5/8

15 1.8504 | 1.220 | 0.626 | 0.4582 | 0.768 | 0.157 | 0.042 | 0.097 0197 | 2.07 1/4-28x%1/4 2900 1410
11/16 47 31 15.9 1.5 19.5 4 1.07 2.46 5 52.7 M6xP0.75

17
3/4

20
7/8
15/16 2.0472 | 1.374 | 0.752 | 0.5157 | 0.858 &= 0.205 | 0.042 | 0.097 0.220 2.28 1/4-28%1/4 3150 1610
1 52 34.9 19.1 13.1 21.8 5.2 1.07 2.46 5.6 57.9 M6xP0.75

25
1-1/16
1-1/8

24409 | 1500 | 0.874 | 0.6260 0.874 | 0.220 | 0085 | 0125 0220 @ 2.67 | 1/4-28x1/4
11'31’/146 62 | 3810 222 | 159 222 | 56 | 1.65 348 56 | 6.7  Mexpoys = 30 | 2320

30

1-1/4
1-5/16

1-3/8
1-7/16

28346 1.689 = 0.937 | 0.6830 1.000 | 0.220 | 0.065 | 0.125 0.252 3.09 |5/16-24x5/16

72 | 429 | 238 | 175 254 @ 56 | 165 | 318 , 64 786 | Mexpio >/ /0 Sl

35

14172
31496 | 1.937 | 1.094 | 07480 1189 | 0.252 | 0.065 0125 0315 @ 341 |5/16-24x5/16
1-9116 80 | 492 | 278 | 19 302 | 64 | 1.65 3.8 8 86.6  Mexp1.0 | 340 3650

40
1-5/8
1-11/16 3.3465 1.937 | 1.084 | 0.7480 1.189 | 0252 | 0065 0125 0315 361 516-24x5/16 . 0 4150
1-3/4 85 | 492 | 278 | 19 302 | 64 | 165 3.8 8 916 | M8xP1.0

45

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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Bearing Inserts For Units
SER200 Series Set Screw Locking

© Standard load capacity

© Wide inner ring with cylindrical outer ring and snap ring

© Relubrication groove with oil hole on side opposite of set screws
© Nylon patched class 3A set screws are standard

» Standard seal:R-seal

A/

~
|
I~
o
°
B
a

4@m

SER200 Series

I:IHI—SUN ©

BEARINGS

R-seal

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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Shaft Dia. Dimensions "r:m Dynamic Static
(n) | (mm) | D B c s s1 F T J G P ds Lbs Lbs
1-7/8
1-15/16 35433 2031 1126 07480 1283 | 0295 0095 | 0125 0374 | 380 | I24xI8 | oo o0
2 9 | 516 | 286 19 | 326 75 | 241 | 348 95 | 965 | M10xP1.25
50
2
2-1/8 39370 2189 1189 08740 1315 | 0295 0095 | 0125 | 0374 | 419 | 38-24x38 | . o0
2.3/16 100 | 556 302 222 | 334 | 7.5 | 241 | 348 | 95 | 1065  M10xP1.25
55
2-1/4
2-3/8 43307 | 2563 | 1252 | 1.0000 1563 0295 0095 | 0125 | 0413 | 459 | ¥B24xy8 | oo o
27116 110 651 318 254 397 75 241 | 348 105 | 116.6 | M10xP1.25
60
2112 49213 | 2752 | 1.374 | 1.0630 | 1.689 | 0311 0109 | 046 | 0472 | 522 | 3/8-24x3/8
ZalllB - 125 | 69.9 | 349 | 27 | 428 73 277 | 406 | 12 | 1325 WMioxpi25 0980 | 8000
D D IO U O 2R S0 ERTE ew | o




Bearing Inserts For Units [ {HESUN © mu
UK200 Series Adapter

© Standard load capacity

© Tapered bore

© Wide inner ring with spherical outer ring

© Relubrication groove with oil hole on adapter side
© Standard seal:R-seal

TAPER| 1:12
=—t 17 — - © - —— o
[
Bi R-seal
UK200 Series
Shaft Dia. Dimensions n- Dynamic Static
mm
(in.) (mm) D L d Bi C F y w Lbs Lbs
o 20472 | 1378 | 09843 | 0906 @ 0669 0477 | 0.315 | 1.496
13/16 52 35 ‘25 23 17 45 8 38 3152 1756
20
718
15/16 2.4409 1.496 1.1811 1.024 0.748 0.201 0.315 1772
1 62 38 30 26 19 5.1 8 45 sl A
25
e 28346 | 1693 = 13780 | 1.063 = 0787 | 0228 | 0354 | 2.047
1-3/16 72 43 35 27 20 58 9 52 5786 3422
30
1-1/4
1-5/16 31496 | 1811 | 15748 | 1142 | 0827 | 0244 | 0394 | 2283
1358 80 46 40 29 21 6.2 10 58 EEe Al
35
17116
14112 33465 | 1969 | 17717 | 1181 | 0.886 & 0256 | 0433  2.559
1-5/8 85 50 45 30 22 6.5 1 65 7159 4683
40
1118 35433 | 2165 | 19885 | 1220 | 0.908 @ 0256 @ 0472 2756
LS4 “30 55 50 31 23 6.5 12 70 e e
45
1-7/8 |
1-15/16 39370 | 2323 | 21654 | 1299 @ 0045 0287 0472 | 2953
2 100 59 55 33 24 7.3 12 75 9794 6574
50
2118 43307 | 2441 | 23622 | 1417 | 1024 0303 0512 | 3.150
al/ 110 62 60 36 26 7.7 13 80 ez ==
55
2-3/16 w
2-1/4 47244 | 2569 | 25591 @ 1496 1063 0327 0551 | 3.346 @
o
2.3/8 120 65 65 38 27 8.3 14 85 12878 9006 =
50 @
2172 51181 | 2874 | 29528 | 1614 | 1181 | 0362 | 0591 | 3.858 5
65 130 73 75 41 30 9.2 15 98 (X0 Uifie @
2-3/4 55118 | 3071 | 31496 | 1732 | 1260 | 0378 | 0669 | 4.134 =1
(2]
70 140 78 80 44 32 9.6 17 105 16323 12203

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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Bearing Inserts For Units [{HESUN °
SB200 Series Set Screw Locking

© Standard load capacity

“ Narrow inner ring

“ Nylon patched class 3A set screws are standard
© Standard seal:RST-seal

C C
G G
d#__ 2-120° =t 2-120°
G ) A L
i ol yii|
%\\ N %\\ N
I I
o 9 —+H+— + - 9 +4+— +—— — 11—
jan) Jan)
\N &
S N S S1
B B
CSB-Cylindrical outer ring SB-Spherical outer ring RST-seal
SB200 Series
Shaft Dia. Dimensions rlrl:m Dynamic Static
(in) (mm) D B c s S G ds Lbs Lbs
112
9/16
o8 15748 | 0886 = 0472 | 02550 | 0630 | 0.158 1/4-28x3/16
. . R . . . - X
e > 40 225 12 6.5 16 4 M6xP0.75 2160 889
15
17
i 18504 = 0984 0551 | 02953 | 0683 | 0477 1/4-28x1/4
. . . .. . . - X
i % 47 25 14 7.5 175 45 M6xP0.75 20 wie
3/4
13116
78 20472 | 1063 | 0591 | 02953 | 0788 | 0.197 1/4-28x1/4 5150 1610
15116 52 27 15 7.5 19.5 5 M6xP0.75
1
25
1-1116
118 24409 | 1181 | 0630 | 03543 | 0827 | 0236  5/16-24x5/16
. . . . . .. -, X
(eHE 62 30 16 9 21 6 M8xP1.0 4 2820
1-1/4
30
1-1/4
15716 28346 1260 | 0669 | 03740 | 0886 | 0236 | 5/16-24x5/16
. . . . . . =, X
1-3/8 72 32 17 9.5 225 6 M8xP1.0 5770 3150
17116
35
112 31496 1339 | 0709 | 04331 = 1063 | 0311 | 5/16-24x5/16
. . . K B . -, X
etile ” 80 34 18 11 27 7.9 M8xP1.0 (20 Sl
[2]
£ 1-5/8
5]
® 1-1116 33465 1622 | 0748 | 04331 | 1122 | 0315 3/8-24x3/8 2350 150
= -3/ 85 412 19 1 28.5 8 M10xP1.25
o
e 45
= 113116
@ e 35433 1717 | 0747 | 04331 | 1283 | 0.354 3/8-243/8
o . . B . . =, X
Gl 2’ 15 90 436 20 1 326 9 M10xP1.25 TRHL el
50 \

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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Bearing Inserts For Units
SA200 Series Eccentric Locking Collar

© Standard load capacity

“ Narrow inner ring

“ Nylon patched class 3A set screw in collar is standard
© Standard seal:RST-seal

b5

G

Al

-

1

FNT

B

B1

d3

B1

" HIFSUN ©

*SBEARINGS

CSA-Cylindrical outer ring SA-Spherical outer ring RST-seal
SA200 Series
Shaft Dia. Dimensions mr'n Dynamic Static
(in) (mm) D B1 B c s d3 B5 G ds Lbs Lbs
112
916
o8 15748 | 143 | 0750 @ 0472 | 02559 | 1126 | 053 | ©0.197 1/4-28%1/4
. . . . . . . . =, X
e > 40 286  19.05 12 6.5 286 | 13.5 5 M6xP0.75 2160 889
15
17
o 18504 | 122 0843 0551 | 02953 | 1.311 | 053 | 0.197 1/4-28%1/4
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. . . . 5 . . . = X
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Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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Bearing Inserts For Units s I.IHI-SUN ® IO
SC200 Series Tight Fit

© Standard load capacity
“ Narrow inner ring with spherical outer ring C
© Standard seal:RST-seal

RST-seal

SC200 Series

14811 2.8346 0.748
5C306 £ 30 6000 3400
15748 35433 0.906
SC308 40 40 9180

1.9685 4.3307 1.063 13900 8600

SC310 50 50 110 27

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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