Pillow Blocks — Standard Shaft Height
Set Screw Locking

© Standard duty,high-grade cast iron

© Solid foot,enhancement housing design

“ Wide inner ring bearing

© Relubricatable unit

© Standard seal:R-seal

UCPEZ200 Series

. . in
Dimensions

Shaft Dia. ’
mm

] Bolt

(in.) | (mm) h a e b s1 s2 g w B n Size

12

5/8

11/16 1-3/16 | 4.840 | 3-3/4 | 1.220 7116 0.591 17/32 | 2.248 | 1.024 | 0.394 | 5/16
12 | 30.16 124 95 31 1" 15 13.5 57.1 26 10 M8
15
17

3/4 1-5/16 | 1-5/16 | 3-3/4 1-1/2 1/2 0.630 | 0.591 | 2.859 | 1.220 | 0.500 3/8
20 33.4 127 95.3 38.1 12.7 16 15 65 31 12.7 M10

13/16

7/8

15/16 1-7116 | 5-1/2 4-1/8 1-1/2 1/2 0.630  0.591 | 2-25/32| 1.339 | 0.563 3/8

1 36.51 140 105 38.1 12.7 16 15 70.6 34 14.3 M10
25

1-1/16

1-1/8

1-3/16 1-11/16 | 6-1/2 | 4-3/4 | 1.890 | 21/32 | 13/16 0.708 | 3-9/32 | 1.500 | 0.626 112

T 42.86 165 120.7 48 16.7 20.6 18 83.3 38.1 15.90 M14
30

1-1/4

1-5/16

138 1-7/8 | 6-9/16 5 1.890 | 21/32 | 13/16  0.748 | 3.661 | 1.689 | 0.689 12

47.63 167 127 48 16.7 20.6 19 93 4290  17.50 M14

1-7/16
35

1-1/2

1-9/16 1-15/16 | 7-1/4 | 5-13/32 | 2126 | 21/32 | 0984 0.748 | 3.937 | 1.937 | 0.748 12
2 49.21 | 184.2 | 137.3 54 16.7 25 19 100 49.20 | 19.0 M14

1-5/8

1-11/16 2-1/8 | 7-15/32 | 5-3/4 | 2126 | 21/32 | 0.984 | 0.787 | 4.252 | 1.937 | 0.748 12

1-3/4 53.89 | 189.7 | 14641 54 16.7 25 20 108 49.20 | 19.0 M14
45

1-13/16

1-7/8

1-15/16 2-1/4 8-1/8 6-1/4 | 2.362 @ 25/32 & 0.984 | 0.827 | 4.488 | 2.031 | 0.748 5/8

) 57.15 | 206.4 | 158.8 60 19.8 25 21 114 51.60 | 19.0 M16
50

Note:1) Relubricatable types have suffix “D1”.

If maintenance free type is needed, please order without suffix “D1”.
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Pillow Blocks — Standard Shaft Height {HI-SUN © pamm
Set Screw Locking

© Standard duty,high-grade cast iron

© Solid foot,enhancement housing design
© Wide inner ring bearing
© Relubricatable unit

© Standard seal:R-seal
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R-seal

UCPE200 Series

Shaft Dia. Dimensions ' Housing No.
mm
X Bolt
(in.) | (mm) h a e b s s2 g w B n Size
2
21116
118 24/2 | 858 | 62332 2362 2532 0984 | 0.906 4-31/32 2189 | 0874 | 58 I
6350 = 2191 | 1707 = 60 | 198 @ 25 23 | 1262 5560 | 222 | Mi6
23116
55
2-1/4
2-5/16
238 2-3/4 | 9488 | 7-1/4 2756 2532 @ 1 | 0.984 @ 5433 2563 @ 1.00 | 58 oE21
69.85 241 | 1842 = 70 | 198 254 | 25 138 651 254 | M16
2-7/16
60
2112 3 10716 | 8 | 2756 | 1 | 1-3/16 | 1.083 | 5945 2563 | 100 | 34
29116 o 762 2681 2032 70 | 254 | 302 | 27 151 651 | 254 | M20 PE213
2-5/8
2-11/16 3-1/8 | 10-15/32 | 8-9/32 | 2-27/32 | 1 | 1-3116 | 1.063 | 6181 2937 1189 | 3/4 —
2-3/4 7938 | 2659 | 2103 | 721 | 254 | 302 | 27 157 7460  30.20 = M20
70
2-13/16
27/8
1516 31/4 | 10-13/16 | 817/32 2913 | 1 | 1316 | 1102 | 6417 3063 | 1311 | 3/4 PE21s
. 82.55 = 2746 | 2167 74 | 254 | 302 | 28 163 | 77.80 | 33.30 @ M20
75

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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Pillow Blocks — Standard Shaft Height

Eccentric Locking Collar

© Standard duty,high-grade cast iron

© Solid foot,enhancement housing design
“ Wide inner ring bearing

© Relubricatable unit

© Standard seal:R-seal

HCPE200 Series

FAHESUN °
*HBEARINGS
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R-seal

Shaft Dia. Dimensions e Housing No.
) Bolt
(in.) (mm) h a e b s1 s2 g w B1 Size
1/2
5/8
11/16 1-3/16 | 4.840 | 3-3/4 | 1.220 7116 0.591 17/32 | 2.248 147 0.547 5/16 PE203
12 30.16 124 95 31 1 15 13.5 571 37.3 13.9 M8
15
17
3/4 1-5/16 | 1-5/16 | 3-3/4 1-1/2 12 0.630 | 0.591 | 2.559 1.71 0.669 3/8 PE204
20 334 127 95.3 38.1 12.7 16 15 65 43.5 17 M10
13/16
7/8
15116 1-7116 | 5-1/2 4-1/8 1-1/2 12 0.630 | 0.591 | 2-25/32| 1.74 0.685 3/8 PE205
1 36.51 140 105 38.1 12.7 16 15 70.6 44.3 17.4 M10
25
1-1/16
1-1/8
1-3/16 1-11/16 | 6-1/2 | 4-3/4 | 1.890 | 21/32 | 13/16 | 0.708 | 3-9/32 1.90 0.717 12 PE206
T 42.86 165 120.7 48 16.7 20.6 18 83.3 48.3 18.2 M14
30
1-1/4
1-5/16
1-3/8 1-7/8 | 6-9/16 5 1.890 | 21/32 | 13/16 | 0.748 | 3.661 2.01 0.740 1/2 PE207
47.63 167 127 48 16.7 20.6 19 93 51.1 18.8 M14
1-7/16
35
1-1/2
1-9/16 1-15/18  7-1/4 | 5-13/32 | 2126 | 21/32 | 0.984 | 0.748 3.937 222 0.843 1/2 PE208
20 49.21  184.2 | 137.3 54 16.7 25 19 100 56.3 21.4 M14
1-5/8
1-11/16 2-1/8 7-15/32 | 5-3/4 | 2126 | 21/32 | 0.984 | 0.787 @ 4.252 222 0.843 1/2 PE209
1-3/4 53.89  189.7 | 146.1 54 16.7 25 20 108 56.3 214 M14
45
1-13/16
1-7/8
11518 2-1/4 8-1/8 6-1/4 | 2362 | 25/32 | 0.984 | 0.827  4.488 247 0.969 5/8 PE210
) 57.15 2064 | 158.8 60 19.8 25 21 114 62.7 24.6 M16
50

Note:1) Relubricatable types have suffix “D1”.

If maintenance free type is needed, please order without suffix “D1”.
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Pillow Blocks — Standard Shaft Height [ {HESUN ©
Eccentric Locking Collar

© Standard duty,high-grade cast iron

© Solid foot,enhancement housing design
© Wide inner ring bearing

© Relubricatable unit

© Standard seal:R-seal
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2 R-seal

HCPE200 Series

Shaft Dia. Dimensions o Housing No.
) Bolt
(in.) (mm) h a e b s1 s2 g w B1 n Size
2
2-1/16
T 2172 | 858 |6-2332 2362 @ 25/32 | 0984 | 0906 4-31/32 281 | 1.090 | 58 —
63.5 | 2191 | 1707 60 198 @ 25 23 | 1262 714 | 277 | M6
2-3/16
55
2-1/4
2-5/16
0318 2.3/4 | 9488 | 7-14 | 2756 | 25/32 = 1 | 0984 | 5433 3.06 1217 | 58 oot
69.85 = 241 | 1842 70 | 198 @ 254 | 25 | 138  77.8 | 309 | M16
2-7/16
60
2112 3 10716 8 | 2756 | 1 | 1-316 | 1063 | 5945 337 | 1343 | 3/
2916 o 762 | 2651 2032 70 | 254 | 302 | 27 151 857 | 341 | M20 PE213
2-5/8
2-11/16 31/8 | 10-5/32 | 8-9/32 227/32 1 | 1-316 | 1.063 @ 6181 337 | 1343 | 3/4 _—
2.3/4 79038 | 2659 | 2103 721 | 254 | 302 | 27 | 157 857 | 341  M20
70
2-13/16
2718 31/4 | 10-316 | 8-17/32 2913 | 1 | 1316 | 1102 | 6417 363 | 1469 | 3/4
2'12”6 82.55 | 274.6 | 2167 74 | 254 | 302 | 28 163 | 921 | 373 | M20 PE215
75

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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Pillow Blocks — Standard Shaft Height [{HESUN © p
Set Screw Locking

© Standard duty,high-grade cast iron
© Solid foot housing design

“ Wide inner ring bearing

© Relubricatable unit with anti-rotation pin B
© Standard seal:R-seal

3
<)
=
@
o
o)
~
@)

/i

b R-seal
UCP200 Series
Shaft Dia. Dimensions ' Housing No.
) " Bolt
(in.) (mm) h a e b s1 s2 g w B n Size
1/2
5/8
11/16 1-3/16 5 3.780 1.417 12 3/4 17/32 2.362 1.220 0.500 3/8 P203
12 30.16 127 96 36 12.7 19.1 13.5 60 31 12.7 M10
15
17
3/4
13/16 1-5/16 | 1-5/16 | 3-3/4 1-1/2 1/2 3/4 17/32 2.559 1.220 0.500 3/8 P204
= 334 127 95.3 38.1 12.7 19.1 13.5 65 31 12.7 M10
13/16
7/8
15/16 1-7116 | 5-1/2 4-1/8 1-1/2 12 3/4 0.591 | 2-25/32 | 1.339 0.563 3/8 P205
1 36.51 140 105 38.1 12.7 19.1 15 70.6 34 14.3 M10
25
1-1/16
1-1/8
1-3/16 1-11/16 | 6-1/2 4-3/4 1.890 21/32 13/16 21/32 | 3-9/32 | 1.500 0.626 1/2 P206
T 42.86 165 120.7 48 16.7 20.6 16.7 83.3 38.1 15.90 M14
30
1-1/4
1-5/16
1-3/8 1-7/8 | 6-9/16 5 1.890 21/32 13/16 23/32 3.661 1.689 0.689 1/2 P207
47.63 167 127 48 16.7 20.6 18.3 93 42.90 17.50 M14
1-7/16
35
1-1/2
1-9/16 1-15/16 | 7-1/4 | 5-13/32 | 2.126 21/32 13/16 0.708 3.858 1.937 0.748 1/2 P208
o 49.21 184.2 137.3 54 16.7 20.6 18 98 49.20 19.0 M14
1-5/8
1-11/167 2-1/8 | 7-15/32 | 5-3/4 2126 21/32 13/16 0.787 4173 1.937 0.748 112 P209
1-3/4 53.89 189.7 146.1 54 16.7 20.6 20 106 49.20 19.0 M14
45
1-13/16
1-7/8
115/16 2-1/4 8-1/8 6-1/4 | 2.362 | 25/32 | 0984  0.827 | 4.488 | 2.031 | 0.748 5/8 P210
3 57.15 206.4 158.8 60 19.8 25 21 114 51.60 19.0 M16
50

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.

27



Pillow Blocks — Standard Shaft Height

Set Screw Locking

@ Standard duty,high-grade cast iron
© Solid foot housing design
“ Wide inner ring bearing

© Relubricatable unit with anti-rotation pin
© Standard seal:R-seal
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R-seal
UCP200 Series
Shaft Dia. Dimensions '
mm
X Bolt
(in.) (mm) h a e b s1 s2 g w B n Size
2
2-1/16
2-1/8 2-1/2 8-5/8 | 6-23/32| 2.362 | 25/32 | 0.984 | 0.906 |4-31/32| 2.189 | 0.874 5/8
63.50 2191 170.7 60 19.8 25 23 126.2 55.60 222 M16
2-3/16
55
2-1/4
2-5/16
2.3/8 2-3/4 | 9.488 | 7-1/4 | 2.756 | 25/32 1 0.984 | 5433 | 2.563 1.00 5/8
69.85 241 184.2 70 19.8 25.4 25 138 65.1 254 M16
2-7/16
60
2-1/2
2.9/16 3 10-7/16 8 2.756 1 1-3/16 | 1.063 | 5945 | 2.563 1.00 3/4
o5 76.2 265.1 203.2 70 25.4 30.2 27 151 65.1 254 M20
2-5/8
2-11/16 3-1/8 | 10-5/32 | 8-9/32 | 2-27/32 1 1-3/16 | 1.063 6.181 2.937 1.189 3/4
2-3/4 79.38 | 2659 | 210.3 721 25.4 30.2 27 157 74.60 | 30.20 M20
70
2-13/16
2-7/8
2.15/16 3-1/4 | 10-3/16 | 8-17/32  2.913 1 1-3/16 | 1.102 6.417 3.063 1.311 3/4
3 82.55 274.6 216.7 74 254 30.2 28 163 77.80 33.30 M20
75
3-1/8 3-1/2 11-1/2 9-1/8 3-1/16 1 1-3/16 | 1.181 6.890 3.252 1.311 3/4
80 88.90 2921 231.8 77.8 254 30.2 30 175 82.6 33.3 M20
3-1/4
37116 3-3/4 | 12-7/32 | 9-23/32 3-17/64 1 1-3/16 | 1.260 7.362 3.374 1.343 3/4
o5 95.25 310.4 246.9 83.2 254 30.2 32 187 85.70 34.1 M20
3-1/2 | 4 12-7/8 | 10-5/16 3465 | 1-1/16 | 1.417 1.299 7.874 3.780 1.563 718
90 101.6 327.0 261.9 88 27.0 36 33 200 96.0 39.70 M22

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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Pillow Blocks — Standard Shaft Height
Eccentric Locking Collar

© Standard duty,high-grade cast iron
© Solid foot housing design
“ Wide inner ring bearing

© Relubricatable unit with anti-rotation pin

© Standard seal:R-seal
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HCP200 Series
Shaft Dia. Dimensions i
X Bolt
(in.) (mm) h a e b s1 s2 g w B1 n Size
1/2
9/16
5/8
1/16 1-3/16 5 3.780 1.417 12 3/4 17/32 2.362 1.71 0.669 3/8
12 30.16 127 96 36 12.7 19.1 13.5 60 43.5 17 M10
15
17
3/4 1-5/16 5 3-3/4 1.496 1/2 3/4 17/32 | 2-17/32 1.71 0.669 3/8
20 33.34 127 95.3 38 12.7 19.1 13.5 64.3 43.5 17 M10
13/16
7/8
15/16 1-7/16 5-1/2 4-1/8 1-1/2 1/2 3/4 5/8 2-25/32 1.74 0.685 3/8
1 36.51 139.7 104.8 38.1 12.7 191 15.9 70.6 44.3 17.4 M10
25
1-1/16
1-1/8
1-3/16 1-11/16 | 6-1/2 4-3/4 1.890  21/32 | 13/16 | 21/32 | 3-9/32 1.90 0.717 12
o 42.86 165.1 120.7 48 16.7 20.6 16.7 83.3 48.3 18.2 M14
30
1-1/4
1-5/16
1-3/8 1-7/8 6-9/16 5 1.890 21/32 13/16 23/32 | 3-11/16 | 2.01 0.740 112
17116 47.63 166.7 127 48 16.7 20.6 18.3 93.7 51.1 18.8 M14
35
1-1/2
1-9/16 1-15/16 | 7-1/4 | 5-13/32 | 2.126 21/32 13/16 23/32 3.858 2.22 0.843 1/2
2 49.21 184.2 | 137.3 54 16.7 20.6 18.3 98 56.3 214 M14
1-5/8
1-11/16 2-1/8 | 7-15/32 | 5-3/4 2.126 21/32 13/16 3/4 4173 2.22 0.843 112
1-3/4 53.80 | 189.7 | 1464 54 16.7 20.6 19.1 106 56.3 214 M14
45
1-13/16
1-7/8
11518 2-1/4 8-1/8 6-1/4 | 2362 | 25/32 | 0.984 | 0.827 | 4.488 247 0.969 5/8
) 57.12 | 206.4 | 158.8 60 19.8 25 21 114 62.7 24.6 M16
50

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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Pillow Blocks — Standard Shaft Height [ {HESUN ©
Eccentric Locking Collar

© Standard duty,high-grade cast iron

© Solid foot housing design

“ Wide inner ring bearing

© Relubricatable unit with anti-rotation pin
© Standard seal:R-seal
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R-seal

HCP200 Series

in.

Shaft Dia. Dimensions - Housing No.
N Bolt
(in.) (mm) h a e b s1 s2 g w B1 n Size
2
2-1/16
2118 2-1/2 8-5/8 |6-23/32 2.362 | 25/32 | 0.984 7/8 | 4-31/32 | 2.81 1.090 5/8 P211
63.5 2191 170.7 60 19.8 25 22.2 126.2 71.4 27.7 M16
2-3/16
55
2-1/4
2-5/16
2.3/8 2-3/4 9.488 7-1/4 2.756 | 25/32 1 0.984 | 5433 3.06 1.217 5/8 P212
69.85 241 184.2 70 19.8 254 25 138 77.8 30.9 M16
2-7/16
60
2-1/2
2.9/16 3 10.394 8 2.756 1 13/16 | 1.063 | 5.945 3.37 1.343 3/4 P213
o5 76.2 264 203.2 70 254 30.2 27 151 85.7 34.1 M20
2-5/8
2-11/16 3-1/8 | 10-15/32 | 8-9/32 | 2-27/32 1 13/16 | 1.063 | 6.181 3.37 1.343 3/4 P214
2-3/4 79.38 265.9 210.3 721 254 30.2 27 157 85.7 34.1 M20
70
2-13/16
2-7/8
2-15/16 3-1/4 | 10-13/16 | 8-17/32 | 2.913 1 13/16 | 1.102 | 6.417 3.63 1.469 3/4 P215
3 82.55 274.6 216.7 74 254 30.2 28 163 92.10 37.3 M20
75

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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Pillow Blocks — Heavy Duty Series
Set Screw Locking

© Heavy duty,high-grade cast iron
© Solid foot housing design

“ Wide inner ring bearing

© Relubricatable unit anti-rotation pin

© Standard seal:R-seal

R-seal
UCP300 Series
Shaft Dia. Dimensions '
mm
(in.) (mm) h a e b s1 s2 g w B n Bolt Size
7/8
15/16 1-49/64 | 6-57/64 | 5-3/16 | 1-49/64 @ 43/64 25/32 5/8 3-11/32 | 1.4961 | 0.5906 1/2
1 45 175 132 45 17 20 16 85 38 15 M14
25
1-1/8
1-3/16 1-31/32 | 7-3/32 5-1/2 | 1-31/32 | 43/64 25/32 45/64 | 3-47/64 1.6929 | 0.6693 1/2
o 50 180 140 50 17 20 18 95 43 17 M14
1-1/4
1-5/16
1-3/8 2-13/64 | 8-17/64 | 6-5/16 | 2-13/64 = 43/64 63/64 25/32 | 4-11/64 1.8898 | 0.7480 1/2
56 210 160 56 17 25 20 106 48 19 M14
1-7116
35
1-1/2
1-9/16 2-23/64 | 8-21/32 | 6-11/16 | 2-23/64 | 43/64 | 1-1/16 | 55/64 | 4-9/16 2.0472 | 0.7480 1/2
5 60 220 170 60 17 27 22 116 52 19 M14
1-5/8
1-11/16 2-41/64 | 9-41/64 | 7-15/32 | 2-41/64 | 25/32 1-3/16 15/16 | 5-5/64 2.2441 | 0.8661 5/8
1-3/4 67 245 190 67 20 30 24 129 57 22 M16
45
1-7/8
1-15/16 2-61/64 |10-52/64| 8-11/32 2-61/64 | 25/32 1-3/8 1-1/186 5-5/8 | 2.4016 | 0.8661 5/8
= 75 275 212 75 20 35 27 143 61 22 M16
2
2-1/8 3-5/32 |12-13/64| 9-9/32 3-5/32 | 25/32 1-1/2 1-3/16 | 6-1/16 | 2.5984 | 0.9842 5/8
2-3/16 80 310 236 380 20 38 30 154 66 25 M16
55
2-1/4
2-3/8 3-11/32 13 9-27/32 3-11/32 | 63/64 1-1/2 | 1-17/64 | 6-1/2 | 2.7953 | 1.0236 3/4
2-7/16 85 330 250 85 25 38 32 165 7 26 M20
60
2-1/2 3-35/64 | 13-25/64|10-15/64 3-35/64 | 63/64 1-1/2 1.2292 | 6-59/64 | 2.9528 | 1.1811 3/4
85 90 340 260 90 25 38 33 176 75 30 M20
2-3/4 3-47/64 |14-11/64| 11-1/32 3-35/64 | 1-1/16 | 1-37/64 | 1-3/8 | 7-23/64 | 3.0709 & 1.2992 718
70 95 360 280 920 27 40 35 187 78 33 M22
3 3-15/16 |14-31/32|11-27/64  3-15/16 | 1-1/16 | 1-37/64 | 1-3/8 | 7-51/64 | 3.2283 | 1.2598 7/8
75 100 380 290 100 27 40 35 198 82 32 M22

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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Pillow Blocks — Heavy Duty Series [ {HI-SUN ° mummm
Set Screw Locking

© Heavy duty,high-grade cast iron

© Solid foot housing design

“ Wide inner ring bearing

© Relubricatable unit anti-rotation pin
© Standard seal:R-seal
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UCP300 Series
Shaft Dia. Dimensions ' (RINETE
mm No.
(in.) (mm) h a e b s1 s2 g w B n Bolt Size
3-1/8 4-11/64 = 15-3/4 |11-13/16| 4-21/64 | 1-1/16 | 1-37/64 | 1-37/64 | 8-17/64 | 3.3858 1.3386 7/8 P316
80 106 400 300 110 27 40 40 210 86 34 M22
3-1/4 4-13/32 116-17/32|12-19/32| 4-21/64 | 1-19/64 | 1-49/64 | 1-37/64 | 8-21/32 | 3.7795 1.5748 1 P317
85 112 420 320 110 33 45 40 220 96 40 m27
3-1/2 4-41/64 16-59/64, 13 4-21/64 | 1-19/64 | 1-49/64 | 1-49/64 | 9-1/4 | 3.7795 1.5748 1 P318
90 118 430 330 110 33 45 45 235 96 40 m27
3-3/4 4-59/64 | 18-1/2 |14-11/64| 4-23/32 | 1-27/64 | 1-31/32 | 1-49/64 | 9-27/32 | 4.0551 1.6142 | 1-1/8 P319
95 125 470 360 120 36 50 45 250 103 41 M30
4 5-33/64 19-19/64|14-61/64 | 4-23/32 | 1-27/64 | 1-31/32 | 1-31/32 |10-53/64| 4.2520 1.6535 | 1-1/8 P320
100 140 490 380 120 36 50 50 275 108 42 M30
105 5-33/64 | 19-19/64|14-61/64 | 4-23/32 | 1-27/64 | 1-31/32 | 1-31/32 | 11.024 | 4.4094 1.7323 | 1-1/8 P321
140 490 380 120 36 50 50 280 112 44 M30
110 5.9055 | 20.472 | 15.748 | 55118 | 1.5748 | 2.1654 | 2.1654 | 11.811 | 4.6063 1.8110 | 1-1/4 P322
150 520 400 140 40 55 55 300 117 46 M33
120 6.2992 | 22.441 | 17.717 | 55118 | 1.5748 | 2.1654 | 2.5591 | 12.598 | 4.9606 2.0079 1-1/4 P324
160 570 450 140 40 55 65 320 126 51 M33
130 7.0866 | 23.622 | 18.898 | 55118 1.5748 | 2.1654 | 2.9528 | 13.976 | 5.3150 2.1260 @ 1-1/4 P326
180 600 480 140 40 55 75 355 135 54 M33
140 7.8740 | 24.409 | 19.685 | 5.5118 1.5748 | 2.1654 | 2.9528 | 15.354 | 5.7087 | 2.3228 | 1-1/4 P328
200 620 500 140 40 55 75 390 145 59 M33

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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Pillow Blocks — Medium Duty Series [{HESUN © p
Set Screw Locking

© Medium duty series,high-grade cast iron
© Solid foot housing design

“ Wide inner ring bearing

© Relubricatable unit with anti-rotation pin
© Standard seal:R-seal

3
<)
=
@
o
o)
~
@)

= o
b R-seal
UCPXO00 Series
Shaft Dia. Dimensions ' Housing No.
mm
) . Bolt
(in.) (mm) h a e b s1 s2 g w Bi n Size
1 1-3/4 | 6-1/4 | 4-11/16 2 21/32 1 45/64 | 3.3465 | 1.5000 | 0.6260 1/2 PXO05
25 44.4 159 119 51 17 25 18 85 38.1 15.9 M14
1-3/16
11/4 1-7/8 | 6-7/8 5 2-1/4 | 21/32 1 25/32 | 3.7008 | 1.6890 | 0.6890 1/2 PX06
& 47.6 175 127 57 17 25 20 94 42.9 17.5 M14
1-3/8
17116 2-1/8 8 5-21/32 | 2-1/4 | 21/32 | 1-3/16 | 0.8661 | 4-1/8 | 1.9370 | 0.7480 1/2 PX07
3 54 203 144 57 17 30 22 105 49.2 19 M14
1-1/2 2-5/16 | 8-3/4 | 6-5/32 @ 2-5/8 | 25/32 | 1-1/4 | 1.0236 | 44488 | 1.9370 | 0.7480 5/8 PX08
40 58.7 222 156 67 20 32 26 113 49.2 19 M16
1-5/8
1-11/16 2-5/16 | 8-3/4 | 6-5/32 | 2-5/8 | 25/32 | 1-5/16 | 1.0236 | 4-9/16 | 2.0315 | 0.7408 5/8 PX09
1-3/4 58.7 222 156 67 20 33 26 116 51.6 19 M16
45
1-15/16
P 2-1/2 | 9-1/2 6-23/32 | 2-7/8 | 25/32 | 1-13/32 | 1.0630 | 4-31/32 | 2.1890 | 0.8740 5/8 PX10
= 63.5 241 171 73 20 36 27 126 55.6 222 M16
2-3/16 2-3/4 | 10-1/4 | 7-1/4 | 3-1/8 1 1-13/32 | 1.1811 | 5-15/32 | 2.5630 | 1.0000 3/4 PX11
55 69.8 260 184 79 25 36 30 139 65.1 254 M20
2-3/8
27116 3 11-1/4 8 3-9/32 1 1.6142 | 1.2530 | 5.9449 | 2.5630 @ 1.0000 3/4 PX12
eo 76.2 286 203 83 25 41 32 151 65.1 25.4 M20
2-1/2 3 11-1/4 8 3-9/32 1 1.6142 | 1.2530 | 6.0630 | 2.9370 | 1.1890 3/4 PX13
65 76.2 286 203 83 25 41 32 154 74.6 30.2 M20
2-3/4 3-1/2 13 9-1/32 | 312 | 1-1/16 | 2.0079 | 1.3780 | 6.7717 | 3.0630 | 1.3110 7/8 PX14
70 88.9 330 229 89 27 51 35 172 77.8 33.3 M22
2-15/16
3 3-1/2 13 9-1/32 | 3-1/2 | 1-1/16 | 2.0079  1.3780 | 6.9685 | 3.2520 | 1.3110 7/8 PX15
75 88.9 330 229 89 27 51 35 177 82.6 33.3 M22
3-1/8 4 15 11-5/32 | 4-1/32 | 1-1/16 | 2.3228 | 1.6535  7.7551 | 3.3740 | 1.3425 7/8 PX16
80 101.6 381 283 102 27 59 42 197 85.7 34.1 M22
3-1/4 4 15 11-5/32 | 4-1/32 | 1-1/16 | 2.3228 | 1.6535 | 7.9528 | 3.7795 | 1.5630 7/8 PX17
85 101.6 381 283 102 27 59 42 202 96 39.7 M22
3-1/2 4 15 11-5/32 | 43701 | 1-1/16 | 2-3/8 | 1.7717 K 8.1102 | 4.0945 | 1.6890 7/8 PX18
90 101.6 381 283 11 27 60 45 206 104 42.9 M22
3-15/16
4 5 17.008 | 13.268 | 4.7638 | 1.2992 | 2.5197 | 2.0472 | 9.8425 | 4.6260 | 1.9370 @ 1-1/8 PX20
0 127 432 337 121 33 64 52 250 117.5 | 49.2 M30

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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Pillow Blocks — Low Shaft Height [ {HI-SUN ° mummm
Set Screw Locking

© Standard duty,high-grade cast iron

% © Solid foot housing design
i) “ Wide inner ring bearing
m . L . o
> @ Relubricatable unit with anti-rotation pin
2 © Standard seal:R-seal
o
o
=
S2
£ : ™)
eyl | ! ]
[
Il L Il
e
I 1 b
R-seal
UCPL200 Series
Shaft Dia. Dimensions " HousingNo.
mm
(n) (mm) h a e b s1 2 g w B h SBiZIé
112
916
o8 1.063 4725 | 35039 | 1.378 | 12 58 | 0512 | 22 1023 | 0393 | 38
e - 27 120 | 89 35 | 127 | 16 | 13 56 26 10 | M0 PL203
15
17
3/4
1316 1-1/4 | 52362 | 3.8583 1.6142 | 1/2 58 | 0562 | 2560 1.220 | 0500 | 38 PL204
o TS 13 95 M 127 | 16 14 65 31 127 | M10
13/16
718
1516 15116 | 512 | 418 | 1771 | 112 5/8 | 0630 |2:21/32 1339 | 0563 | 38 PL205
; 33.34 | 1397 1048 @ 45 | 127 | 16 16 | 675 34 | 143 | m10
25
1-1/16
1-1/8
13116 1916 | 6-11/32 | 4-3/4 = 1.890 | 0600 | 0748 | 0.688  3-532 1500 & 0626 | 7/16 PL20G
e 3960 | 161 | 121 43 15 19 18 | 80.2 381 | 159 | M12
30
1-1/4
1-5/16
1358 1-13/16 | 6-19/32 | 5 1.890 | 0.600 | 0748 | 0.748  3-21/32 | 1.689 | 0.689  7/16 PL207
46.04 | 167 | 127 48 15 19 19 93 | 429 | 175  M12
1-7/16
35
1-1/2
1016 11516 | 7-1/8 | 5500 2126 | 0.600 = 0748 | 1316 = 4 | 1937 | 0689 | 7/16 PL208
o e st 17 s 15 19 | 206 100 492 | 19 = M12
1-5/8
1-11/16 24116 | 7-1/2 | 5314 2126 | 0.600 | 0.748  29/32  4-3/16 | 1.937 | 0.748 | 7/16 PL209
1-3/4 5239 | 191 | 146 54 15 19 23 | 1064 492 | 19 | M2
45
1-13/16
1-7/8
. 2-3/16 | 8-1/32 | 6-1/4 2.244 0600 | 0.748 @ 29/32 4449 @ 2031 | 0.748 @ 7/16 PL2A0
S 5556 | 204 | 159 57 15 19 23 M3 | 516 | 19 | M12
50

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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Pillow Blocks — Low Shaft Height [{HESUN © p
Eccentric Locking Collar

© Standard duty,high-grade cast iron
© Solid foot housing design
© Wide inner ring bearing

3
<)
=
@
o
o)
Q
@)

© Relubricatable unit B
© Standard seal:R-seal I
= ) }i
- ST
-~ B ; [E——
=) | ! | | |
[ | |
Il L Il L L
I
b R-seal
HCPL200 Series
. . . in. .
Shaft Dia. Dimensions i | Housing No.
. Bolt
(in.) | (mm) h a e b s1 s2 g w B1 n Size
112
916
o8 1.063 | 4725 | 35039 | 1.378 | 1/2 58 | 0512 | 22 | 171 0669 | 3/8
e > 27 | 120 | 89 35 | 127 | 16 13 56 | 435 17 | M10 PL203
15
17
3 1-1/4 | 52362 | 3.8583 | 1.6142 | 112 5/ | 0562 | 2.560 | 171 0669 | 3/8
D o 38 133 | 95 | 41 | 127 16 14 65 | 435 17 | W10 [FLAS
13/16
718
15116 1516 | 512 | 48 | 1771 A2 568 | 0630 |2-21/32| 174 0685 | 3/8 PL205
; 33.34 | 139.7 | 1048 | 45 12.7 16 16 675 | 443 174 | M10
25
1-1/16
1-1/8
13116 1-9/16 | 6-11/32 | 4-3/4 | 1.890 | 0.600  0.748 | 0.688 | 3532 | 1.90 , 0.717 | 112 PL20G
i 39.69 161 121 48 15 19 18 802 | 483 | 182 M14
30
1-1/4
1-5/16
1378 113116 | 6-19/32| 5 1.890 | 0.600 | 0.748 | 0.748 |3-21/32| 2.01 | 0740 | 1/2 PL207
4604 167 | 127 48 15 19 19 93 511 | 188 | M14
17116
35
1172
1916 11516 | 7-1/8 | 5500 | 2126 | 0.600 | 0748 | 13/16 @ 4 222 | 0843 12 PL208
o o et 137 15 19 206 100 563 | 214 | M4
1-5/8
1-11/16 24116 | 7-1/2 | 5-3/4 | 2126 | 0.600 0748 | 29/32 | 4-3/16 222 | 0.843 1/ PL209
1:3/4 5239 | 191 146 54 15 19 23 | 1064 | 563 | 214 | M14
45
1-13/16
1-7/8
115116 2-3116 | 81/32 | 6-1/4 | 2244 | 0600 | 0748 29/32 @ 4.449 @ 247 | 0969 | 7/16 PL210
. 5556 | 204 | 159 57 15 19 23 13 | 627 | 246 @ M12
50

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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Pillow Blocks — Tapped Base [ {HI-SUN ° mummm
Set Screw Locking

© Standard duty,high-grade cast iron

© Solid foot housing design

“ Wide inner ring bearing

© Relubricatable unit with anti-rotation pin
© Standard seal:R-seal

)
x
&)
9
m
=
S
=

i

|25
UCPA200 Series
. . . in. .
Shaft Dia. Dimensions . Housing No.
(in.) (mm) h a e b s w | g B n
112
916
o8 1316 | 3 | 2364 | 1496 | 3/8-16 | 2-7/16 = 0.315 | 0.60 | 1.22 | 0500
e L, 3016 762 519 38 M0 619 8 15 31 12.7 PA203
15
17
s 1316 | 3 | 2364 | 1496 = 3/8-16 | 2-7/16 | 0433 | 0.60 | 1.22 | 0500
SIS o %016 762 | 519 38 | M0 | 619 11 15 31 127 IR
13116
78 1716 | 3450 | 220 | 150 | 3/8-16 | 2-27/32 | 0472 | 060 | 134 | 0563
15: 16 36.51 80 56 38 Mi0 | 722 | 12 15 34 143 PA205
25
11116
118 11116 | 31116 | 2-19/32 | 1.890 | 7/16-14 | 3516 | 0472 | 0709 | 150 | 0.626
11'?’1’/146 4286 937 | 659 | 48 | M2 | 841 12 18 | 381 | 159 205
30
1-1/4
1-5/16
s 178 | 4-1132 | 35/32 | 1.890 | 1/2-13 | 3-314 | 0472 34 | 169 0689 PA207
4763 | 1103 | 802 @ 48 | M14 | 953 | 12 191 | 429 175
17116
35
112 1415116 | 4-9/16 | 3516 | 2126 | 1/2-13 | 315116 | 0472  3/4 | 194 | 0748
TFHIE o o2t | msy a4 54 | M14 100 | 12 | 194 | 492 19 A
1-5/8
111116 2.0/64 | 4-23/32 | 3-35/64 | 2126 | 1/2-13 | 4-1/4 | 0472 1 194 | 0748 P20
134 544 | 1198 | 901 54 | M4 | 1079 | 12 25 492 | 19
45
1-13/16
78 24/4 | 54/8 | 345/64 2362 | 5/8-11 4916 | 9/16 1 203 | 0748
1'12”5 5712 | 1302 941 | 60 | M16 | 1159 143 | 25 | 516 | 19 IR
50

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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Pillow Blocks — Tapped Base
Set Screw Locking

© Standard duty,high-grade cast iron

© Solid foot housing design

“ Wide inner ring bearing

© Relubricatable unit with anti-rotation pin

© Standard seal:R-seal

g9

UCTB200 Series

in.

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.

Shaft Dia. Dimensions '
mm
(in.) (mm) h e s w | g
12
9/16
5/8
1116 1-5/16 2 3/8-16 | 2-9/16 7116 1/2 1.22 0.500
12 33.3 50.8 M10 65 1" 13 31 12.7
15
17
3/4 1-5/16 2 3/8-16 | 2-9/1 16 22 0.500
20 3383 50.8 M10 65 13 1 1
13/16
718
15/16 1-7/16 2 3/8-16  2-13/16  15/32 1/2 1.34 0.563
b 36.5 50.8 M10 71 12 13 34 14.3
25
1-1/16
1/ 1-11/16 0.626
1-3116 429 159
30
1-7/8 3-1/4 1/2-13  3-3/4 1/2 0.787 1.69 0.689
47.6 82.5 M14 95 13 20 429 17.5
35
/2 1/2 0.787 1.94 0.748
13 20 49.2 19
4
1-5/8
1-11/16 3-3/4 1/2-13 | 4-1/4 9/16 0.787 1.94 0.748
95.3 M14 108 14 20 49.2 19
5/8-11 4.646 9/16 0.906 2.03 0.748
M16 118 14 23 51.6 19

FIHESUN ©

*SBEARINGS

R-seal

TB203

TB204

TB205

TB206

TB207

TB208

TB209

TB210

Housing No.

3
<)
=
@
o
o)
Q
)
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Pillow Blocks — Standard Shaft Height [ {HESUN ©
Eccentric Locking Collar

© Standard duty , high-grade cast iron

© Solid foot housing design

“ Narrow inner ring bearing

© Relubricatable unit

© Standard seal: RST-Seal B

)
x
&)
9
m
=
S
=

D

E b RST-seal
SAP200 Series
Shaft Dia. Dimensions ' Housing No.
mm
) Bolt
(in.) (mm) h a e b s1 s2 g w B1 n Size
1/2
5/8
11/16 1-3/16 5 3.780 | 1.417 12 3/4 17/32 | 2.362 113 0.2559 3/8 P203S
12 30.16 127 96 36 12.7 19.1 13.5 60 28.6 6.5 M10
15
17
3/4
13/16 1-5/16 | 1-5/16 | 3-3/4 1-1/2 1/2 3/4 17/32 | 2.559 1.220 0.2953 3/8 P204
55 334 127 95.3 38.1 12.7 19.1 13.5 65 31 7.5 M10
13/16
7/8
15/16 1-7116 | 5-1/2 4-1/8 1-1/2 1/2 3/4 0.591 |2-25/32 1.220 0.2953 3/8 P205
] 36.51 140 105 38.1 12.7 19.1 15 70.6 31 7.5 M10
25
1-1/16
1-1/8
1-3116 1-11/16 | 6-1/2 4-3/4 1.890 | 21/32 | 13/16 | 21/32 | 3-9/32 1.41 0.3543 1/2 P206
T 42.86 165 120.7 48 16.7 20.6 16.7 83.3 35.7 9 M14
30
1-1/4
1-5/16
1-3/8 1-7/8 | 6-9/16 5 1.890 | 21/32 | 13/16 | 23/32 | 3.661 1.53 | 0.3740 12 P207
47.63 167 127 48 16.7 20.6 18.3 93 38.9 9.5 M14
1-716
35
1-1/2
1-9/16 1-15/16 | 7-1/4 |5-13/32| 2126 | 21/32 | 13/16 | 0.708 @ 3.858 1.72 | 0.4331 112 P208
e 49.21 184.2 | 137.3 54 16.7 20.6 18 98 43.7 1 M14
1-5/8 |
1-11/16 2-1/8 |7-15/32 | 5-3/4 2126 | 21/32 | 13/16 | 0.787 | 4.173 1.72 | 0.4331 12 P209
1-3/4 53.89 | 189.7 | 146.1 54 16.7 20.6 20 106 43.7 1" M14
45
1-13/16
1-7/8
1-15/16 2-1/4 8-1/8 6-1/4 2.362 | 25/32 | 0.984 | 0.827 | 4.488 1.72 | 0.4331 5/8 P210
) 57.15 | 206.4 | 158.8 60 19.8 25 21 114 43.7 1 M16
50

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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Pillow Blocks — Standard Shaft Height [ {HESUN © puy
Set Screw Locking

© Standard duty , high-grade cast iron

© Solid foot housing design

“ Narrow inner ring bearing

© Relubricatable unit

© Standard seal: RST-Seal B

3
<)
=
@
o
o)
Q
@)

‘r{qu

v
/)

b RST-seal

SBP200 Series

Shaft Dia. Dimensions " Housing No.
mm
; Bolt
(in.) (mm) h a e b s1 s2 g w B n Size
1/2
5/8
11/16 1-3/16 5 3.780 | 1.417 12 3/4 17/32 | 2.362 | 0.886 | 0.2559 3/8 P203S
12 30.16 127 96 36 12.7 19.1 13.5 60 225 6.5 mM10
15
17
3/4
13116 1-5/16 | 1-5/16 | 3-3/4 | 1-1/2 12 3/4 17/32 | 2.559 | 0.984 | 0.2953 3/8 P204
B 334 127 95.3 38.1 12.7 19.1 13.5 65 25 7.5 M10
13/16
7/8
15116 1-7/16 | 5-1/2 | 4-1/8 | 1-1/2 12 3/4 0.591 | 2-25/32 | 1.063 | 0.2953 3/8 P205
b 36.51 140 105 38.1 12.7 19.1 15 70.6 27 7.5 M10
25
1-1/16
1-1/8
1-3/16 1-11/16 | 6-1/2 | 4-3/4 | 1.890 | 21/32 | 13/16 | 21/32 | 3-9/32 | 1.1811 | 0.3543 112 P206
T 42.86 165 120.7 48 16.7 20.6 16.7 83.3 30 9 M14
30
1-1/4
1-5/16
138 1-7/18 | 6-9/16 5 1.890 | 21/32 | 13/16 | 23/32 | 3.661 | 1.260 | 0.3740 12 P207
47.63 167 127 48 16.7 20.6 18.3 93 32 9.5 M14
1-7/16
35
1-1/2
1-9/16 1-15/16 | 7-1/4 | 5-13/32| 2126 | 21/32 | 13/16 | 0.708 | 3.858 | 1.339 | 0.4331 12 P208
2 49.21 | 184.2 | 1373 54 16.7 20.6 18 98 34 1" M14
1-5/8
1-11/16 2-1/8 | 7-15/32| 5-3/4 | 2126 | 21/32 | 13/16 | 0.787 | 4.173 | 1.622 | 0.4331 12 P209
1-3/4 53.89 | 189.7 | 14641 54 16.7 20.6 20 106 41.2 11 M14
45
1-13/16
1-7/8
1-15/16 2-1/4 | 8-1/8 | 6-1/4 | 2.362 | 25/32 | 0.984 | 0.827 | 4.488 | 1.717 | 0.4331 5/8 P210
5 57.15 | 206.4 | 158.8 60 19.8 25 21 114 43.6 " M16
50

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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Pillow Blocks — Low Shaft Heights [ {HESUN ©
Eccentric Locking Collar

© Standard duty , high-grade cast iron

© Solid foot housing design

“ Narrow inner ring bearing

© Relubricatable unit

© Standard seal: RST-Seal B

)
x
&)
9
m
=
S
=

D

E b RST-seal
SAPL200 Series
Shaft Dia. Dimensions - HousingNo.
mm
’ Bolt
(in.) (mm) h a e b s s2 g w B1 n Size
1/2
9/16
o8 1.063 | 4.725 | 3.5039 | 1.378 12 5/8 0.512 2.2 113 | 0.2559  3/8
11716 12 27 120 89 35 12.7 16 13 56 28.6 6.5 M10 PL203
15
17
3/4
13/16 1-1/4 | 5.2362 | 3.8583 | 1.6142 | 1/2 5/8 0.562 | 2560 | 1.220 | 0.2953 3/8 PL204
s 31.75 133 95 41 12.7 16 14 65 31 7.5 M10
13/16
718
15116 1-5/16 | 5-1/2 | 4-1/8 | 1.771 12 5/8 0.630 |2-21/32| 1.220 | 0.2953 3/8 PL205
p 33.34 | 139.7 | 104.8 45 12.7 16 16 67.5 31 7.5 M10
25
1-1/16
1-1/8
1-3116 1-9/16 |6-11/32 | 4-3/4 | 1.890 | 0.600 | 0.748 | 0.688 | 3-5/32 | 141 |0.3543  7/16 s
39.69 161 121 48 15 19 18 80.2 35.7 9 M12
1-1/4
30
1-1/4
1-5/16
1-3/8 1-13/16 | 6-19/32 5 1.890 | 0.600 | 0.748 | 0.748 |3-21/32| 1.53 | 0.3740  7/16 PL207
46.04 167 127 48 15 19 19 93 38.9 9.5 M12
1-7/16
35
1-1/2
19M6 | 1-15/16| 7-1/8 | 5500 | 2126 | 0.600 0748  13/16 4 172 |0.4331 | 7/16 PL208
BT 49.21 181 139.7 54 15 19 20.6 100 43.7 1" M12
1-5/8
1-11/16 2-116 | 7-1/2 5-3/4 | 2126 | 0.600 | 0.748 | 29/32 | 4-3/16 1.72 | 0.4331| 7/16 PL209
1-3/4 52.39 191 146 54 15 19 23 106.4 43.7 1" M12
45
1-13/16
1-7/8
1-15/16 2-3/16 | 8-1/32 | 6-1/4 | 2.244 | 0.600 | 0.748 | 29/32 | 4.449 1.72 | 04331 | 7/16 PL210
) 55.56 204 159 57 15 19 23 113 43.7 1" M12
50

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
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Pillow Blocks — Low Shaft Heights

Set Screw Locking

© Standard duty , high-grade cast iron

© Solid foot housing design
“ Narrow inner ring bearing
© Relubricatable unit

© Standard seal: RST-Seal

SBPL200 Series

Shaft Dia. Dimensions "
mm
(n) | (mm)| h b 1 2 w B n | Bot
. a e s s g Size
12
9/16
5/8
116 1.063 | 4.725 | 3.5039 | 1.378 12 5/8 0.512 22 0.886 0.2559 | 3/8
12 27 120 89 35 12.7 16 13 56 22.5 6.5 M10
15
17
3/4
13/16 1-1/4 | 5.2362 | 3.8583 | 1.6142 | 1/2 5/8 0562 | 2.560 | 0.984 (.2953| 3/8
P 31:75 133 95 41 12.7 16 14 65 25 7.5 M10
13/16
7/8
15/16 1-5/16 | 5-1/2 | 4-1/8 | 1.771 12 5/8 0.630 |2-21/32| 1.063 0.2953 | 3/8
1 33.34 | 139.7 | 104.8 45 12.7 16 16 67.5 27 7.5 M10
25
1-1/16
1-1/8
1-3/16 1-9/16 | 6-11/32 | 4-3/4 1.890 | 0.600 | 0.748 | 0.688 | 3-5/32 | 1.1811 0.3543 | 7/16
T 39.69 161 121 48 15 19 18 80.2 30 9 M12
30
1-1/4
1-5/16
1-3/8 1-13/16 | 6-19/32 5 1.890 | 0600 | 0.748 | 0.748 |3-21/32| 1.260 | 0.3740 | 7/16
46.04 167 127 48 15 19 19 93 32 9.5 M12
1-7/16
35
1-1/2
1-9/16— 1-15/16| 7-1/8 | 5500 | 2.126 | 0.600 | 0.748 | 13/16 4 1.339 | 0.4331 | 7/16
0 49.21 181 139.7 54 15 19 20.6 100 34 1" M12
1-5/8
1-11/18 2-1/16 | 7-1/2 5-3/4 | 2126 | 0.600 | 0.748 | 29/32 | 4-3/16 | 1.622 | 0.4331 7/16
1-3/4 52.39 191 146 54 15 19 23 106.4 41.2 1" M12
45
1-13/16
1-7/8
1-15/16 2-3/16 | 8-1/32 | 6-1/4 | 2.244 | 0.600 | 0.748 | 29/32 | 4.449 | 1.717 | 0.4331  7/16
) 55.56 204 159 57 15 19 23 113 43.6 1" M12
50

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.

FIHESUN ©
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RST-seal

HousingNo.

PL203

PL204

PL205

PL206

PL207

PL208

PL209

PL210
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Pillow Blocks — Pressed Steel I.IHI-SUN ® T
Eccentric Locking Collar

© Light duty,self-aligning pressed steel housings
© Two piece housing units are available with inter-locking or non-locking
“ Narrow inner ring bearing

© Standard seal:RST-seal .
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RST-seal

SAPP200 Series

Shaft Dia. Dimensions Housing No.
mm

) Bolt

(in.) | (mm) h a e b s1 s2 g w B1 n K Size

12

9/16

5/8

116 0.874 | 3.386 @ 2677 1 0.374 | 0.374 | 0.126 | 1.732 | 1.125 0.256 1.13 5/16 PP203
12 22.2 86 68 25.4 9.5 9.5 3.2 44 28.6 6.5 28.6 M8
15
17

172 1 3.858 3 1-1/4 | 0374 | 0.374 | 0.126  1.969 1.221 0256 1.311 5/16 PP204
12 254 98 76.2 | 31.75 9.5 9.5 3.2 50 31 6.5 33.3 M8

3/4

13116 1-1/8 | 4252 | 3-3/8 | 1-1/4 | 7/16 716 0157 2-7/32 1221 0.295 1.5 3/8 PP205
25 28.58 108 | 8573 | 31.75 | 11.11 | 11.11 4 56.36 31 7.5 38.1 M10

13/16

7/8

15/16 1-5/16 = 4.606 = 3-3/4 @ 1.496 @ 7/16 716 0157 2-5/8 1406 0.354 1.752 3/8 PP206

7 33.34 117 | 95.25 38 1141 1111 4 66.68  35.7 9 44.5 M10
30

1-1/16

1-1/8

1-3/16 1-9/16 | 5.079 | 4.173 | 1.654  7/16 716 0181 3-1/16 1.532 | 0.374 | 2.189 3/8 PP207

11/ 39.69 129 106 42 1.1 11.11 4.6 78 38.9 9.5 55.6 M10
35
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Pillow Blocks — Pressed Steel [{HESUN ©
Set Screw Locking

© Light duty,self-aligning pressed steel housings

© Two piece housing units are available with inter-locking or non-locking
“ Narrow inner ring bearing

© Standard seal:RST-seal
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RST-seal

SBPP200 Series

Shaft Dia. Dimensions _~ Housing No.
mm
X Bolt
(in.) | (mm) h a @ b s1 s2 g " B n Size
12
9/16
5/8
6 0.874 | 3386 | 2677 1 | 0374 | 0374 | 0126 1732 | 089 | 0256 | 38 o203
o 22 8 68 | 254 95 | 95 | 32 44 | 25 | 85 | M0
15
17
3 1 | 3858 | 3 | 1-1/4 | 0374 0374 0126 1969 | 098 | 0295 | 3/8
EH o 254 98 762 3175 95 95 | 32 | 50 2% | 75 | W0 FIALY
3/4
13116
78 141/8 | 4252 | 3358 | 1-14  7M6 | 716 | 0457 | 2-7/32 106 | 0295 | 38 P20
15/16 2858 | 108 | 8573 3175 | 114 | 111 4 | 5636 | 27 75 | M10
1
25
11116
B 1-5/16 | 4.606 | 3-3/4 1496 | 7116 | 7116 | 0457 | 258 | 118 | 0354 1/2
11'31’/146 3334 | 117 | 9525 38 | .11 | 1.1 | 4 | 6668 | 30 9 M14 FHFALS
30
1-1/4
1-5/16
158 1916 | 5079 | 4473 1654 | 746 | 716 | 0481 | 316 126 | 0374 112 o207
3069 | 120 | 106 42 | 1141 | 1.1 | 48 78 32 95 | M14
17116
35
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