Take-up Units [ {H-SUN ° mums
Set Screw Locking

© Standard duty,high-grade cast iron

© Wide inner ring bearing

“ Relubricatable unit with anti-rotation pin
© Standard seal:R-seal

gl o
Y R-seal
UCT200 Series
Shaft Dia. Dimensions ' Housing No.
mm
(in.) [(mm)| o g p q s b K e a w | h B n
1/2 ‘
9/16
5/8
116 5/8 [13/32) 2 1-1/4 | 3/4 2 17/32 3 3-1/2 |3-23/32| 13/16 2-13/32|1.220 0.500 T204
12 159|103 508 @ 318 | 191 508 135 | 76.2 889 | 944 | 20.6 61.1 31 127
15
17
3/4
13116 5/8 [13/32] 2 1-1/4 | 3/4 2 17132 3 3-1/2 3-23/32) 13/16 2-13/32 1 1.220 0.500 T204
= 159 | 10.3 508 @ 318 | 191 508 135 | 76.2 | 889 944 | 206 61.1 31 127
13/16
7/8
15/16 5/8 [13/32) 2 1-1/4 | 3/4 2 17/32 3 3-1/2 3-13/16| 15116 2-7/16 | 1.339 0.563 T205
1 159|103 508 @ 318 | 191 508 | 13.5 | 76.2 | 889 96.8 | 23.8 61.9 34 | 143
25
1-1/16
1-1/8
1-3/16 5/8 13/32 2-7/32 1-15/32| 55/84 | 2-1/4 17/32 | 3-1/2 | 4-1/32 4449 | 1-3/32 2-3/4 | 1.500 0.626 T206
T 159 | 10.3 564 373 | 218 572 135 | 88.9 | 1024 113 27.8 69.9 | 38.1 159
30
1-1/4
1-5/16
1:3/8 5/8 | 1/2 |2-17/32|1-15/32| B5/64 |2-17/32 17/32 | 3-1/2 | 4-1/32 5-1/16 | 1-3/16 | 3-1/16 | 1.689 0.689 To07
17116 159 | 12.7 | 643 | 373 | 21.8 | 643 135 | 88.9 | 1024 128.8  30.2 77.8 | 429 175
35
1-1/2
1-9/16 3/4 | 5/8 | 3-9/32 |1-15/16|1-9/64 | 3-9/32 11/16 |4-1/64 4-1/2 5-11/16| 1-5/16 | 3-15/32 1.937 | 0.748 T208
I 191 | 159 | 83.3 | 49.2 29 83.3 175 | 102 1143 1445 333 88.1 | 49.2 19
1-5/8
1-11/16 3/4 | 5/8 | 3-9/32 |1-15/16|1-9/64 | 3-9/32 11/16 |4-1/64 |4-19/32|5-11/16| 1-3/8 | 3-7/16 | 1.937 0.748 T209
1-3/4 191 | 15.9 | 83.3 | 49.2 29 83.3 175 | 102 | 116.7 1445 349 87.3 | 492 19
45

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
2) Slot width must be specified when ordering
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Take-up Units FHESUN © pa
Set Screw Locking

© Standard duty,high-grade cast iron

© Wide inner ring bearing

© Relubricatable unit with anti-rotation pin
© Standard seal:R-seal
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UCT200 Series
Shaft Dia. Dimensions ' IRIOUEITE,
mm No.
(in.) (mm)| o g p q S b K e a w | h B n
1-13/16
1-7/8
115116 3/4 | 5/8 | 3-9/32  1-15/16 | 1-9/64  3-3/8 | 11/16 4-1/64 |4-19/32 |5-27/32|1-15/32 3-17/32| 2.031 | 0.748 T210
) 19.1 | 159 | 83.3 49.2 29 857 | 17.5 102 116.7 | 1484 | 37.3 89.7 | 51.6 19
50
2
2-1/16
2.1/8 1 3/4  4-1/32 | 2-17/32 | 1-3/8 | 3-3/4 0.866 5-1/8 | 5-3/4 | 6-3/4 | 1-1/2 4-3/16 | 2.189 | 0.874 To11
e 254 191 1024 643 35 953 | 22 | 130.2 | 146.1 | 171.5 | 381 1064 | 55.6 | 22.2
65
2-1/4
2-5/16
2.3/8 1-1/4| 3/4 | 4-1/32 | 2-17/32 | 1-3/8 | 4-1/32 '0.866| 5-1/8 | 5-3/4 | 7-5/8 |1-21/32 4-11/16| 2.563 | 1.000 212
27116 31.8 | 19.1 | 1024 643 35 102.4 22 | 130.2 | 146.1 | 193.7 | 421 119.1 | 65.1 | 254
60
2-1/2
2.9/16 1-1/4113/16 | 4-3/8 = 2-3/4 |1-39/64| 4-3/4 17/16| 5-15/16 | 6-9/16 | 8-27/32|1-23/32 5-13/32| 2.563 | 1.000 T213
= 31.8 | 20.6 1111 69.9 40.9 | 120.7 27 | 150.8 | 166.7 | 2246 | 43.7 | 137.3 | 65.1 | 25.4
2-5/8
2-11/16 1-1/4113/16 | 4-3/8 = 2-3/4 [1-39/64| 4-3/4 17/16|5-15/16 | 6-9/16 |8-27/32 1-13/16|5-13/32| 2.937 | 1.189 To14
2-3/4 31.8 | 20.6 1111 69.9 40.9 | 120.7 27 | 150.8 | 166.7 | 224.6 46 137.3 | 74.6 | 30.2
70
2-13/16
2-7/8
2-15/16 1-1/4 |13/16| 4-3/8 | 2-3/4 |1-39/64| 4-3/4 17/16| 5-15/16 | 6-9/16 | 9-1/8 | 1-7/8 | 5-1/2 | 3.063 | 1.311 To15
3 31.8 | 20.6 | 1111 69.9 40.9 | 120.7 27 | 150.8 | 166.7 231.8 47.6 | 139.7 77.8  33.3
75

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
2) Slot width must be specified when ordering
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Take-up Units [ {HESUN © m
Set Screw Locking

© Heavy duty,high-grade cast iron

© Wide inner ring bearing

“ Relubricatable unit with anti-rotation pin
© Standard seal:R-seal
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UCT300 Series
. . . in. .
Shaft Dia. Dimensions R Housing No.
(in.) [(mm)| o g p q s b K e a w | h B n
7/8
15/16 5/8 | 15/32 | 2-7/16 |1-13/32/ 1-1/32 | 2-9/16 | 15/32 | 3-5/32 | 3-1/2 |4-13/16/ 1-1/32| 3 |1.4961 0.5906 T305
1 16 12 62 36 26 65 12 80 89 122 26 76 38 15
25
1-1/8
1-3/16 23/32 | 9/16 | 2-3/4 | 1-5/8 | 1-7/64 2-29/32 5/8 3-35/64/3-15/16|5-13/32| 1-3/32 |3-11/32/1.6929 0.693 T306
20 18 14 70 41 28 74 16 90 100 | 137 28 85 43 17
1-1/4
1-5/16
138 25/32 | 19/32 2-15/16/1-25/32| 1-3/16 | 3-5/32 | 5/8 3-15/16| 4-3/8 |5-29/32 1-1/4 |3-11/16|1.8897 0.7480 T307
20 15 75 45 30 80 16 100 | 111 150 32 94 48 19
1-7/16
35
1-1/2
1-9116 7/8 | 21/32 | 3-9/32 1-31/32/1-17/64 3-1/2 | 45/64 |4-13/32| 4-7/8 | 6-3/8 |1-11/32/3-15/16/2.0472|0.7480 T308
) 22 17 83 50 32 89 18 12 | 124 | 162 34 100 52 19
1-5/8
1-11/16 15/16 | 23/32 |3-17/32| 2-5/32 |1-11/32|3-13/16| 45/64 |4-59/64|5-7/16 | 7 1-1/2 |4-11/32/2.2441/0.8661 T309
1-3/4 24 18 90 55 34 97 18 125 | 138 | 178 38 110 57 22
45
1-7/8
1-15/16 1-1/16 | 25/32 3-27/322-13/32/1-29/64| 4-3/16 | 25/32 |5-33/64/5-15/16|7-17/32) 1-9/16 4-19/32 2.40150.8661 1310
50 27 20 98 61 37 106 20 140 | 151 191 40 117 61 22
2
2-1/8 1-5/32 | 13/16  4-1/8 |2-19/32/1-17/32/4-17/32| 55/64 |2-29/32/6-13/32| 8-5/32 |1-23/32] 5 |2.59340.9842 T3
2-3/16 29 21 105 66 39 115 22 150 | 163 | 207 44 127 66 25
55
2-1/4
2-3/8 1-7/32 | 29/32 4-7/16 |2-25/32/1-39/64/4-27/32| 55/64 6-19/64] 7 |8-21/32/1-13/16 5-5/16 2.7953|1.0236 312
2-7/16 31 23 113 71 41 123 22 160 | 178 | 220 46 135 71 26
60
2-1/2 1-1/4 1 4-9/16 2-25/32/1-11/16| 5-9/16 | 1-1/32 6-11/16|7-15/32| 9-3/8 |1-31/32 5-3/4 |2.9528 1.1811 T313
85 32 25 116 71 43 134 26 170 | 190 | 238 50 146 75 30

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
2) Slot width must be specified when ordering
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Take-up Units f{HESUN ©
Set Screw Locking

© Heavy duty,high-grade cast iron

© Wide inner ring bearing

© Relubricatable unit with anti-rotation pin
© Standard seal:R-seal
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UCT300 Series
Shaft Dia. Dimensions n-
mm
(in.) |(mm) o g p q s b K e a w ‘ | h B
2-3/4 1-13/32 1 5-1/8 |3-11/32/1-13/16| 5-1/2 | 1-1/32 | 7-3/32 | 7-15/16 | 9-29/32 | 2-1/16 | 6-3/32 |3.0709 1.
70 36 25 130 85 46 140 26 180 202 252 52 155 78
3 1-13/32| 1 5-3/16 |3-11/32/1-13/165-29/32 1-1/32 | 7-9/16 | 8-1/2 | 10-5/16 2-5/32 | 6-5/16 |3.2283
75 36 25 132 85 46 150 26 192 216 262 55 160 82
3-1/8 1-21/321-3/32|5-29/32/3-27/32 2-3/32 | 6-5/16 | 1-3/16 | 8-1/32 | 9-1/16 | 11-3/32 2-3/8 |6-27/32|3.3858
80 42 28 150 98 53 160 30 204 230 282 60 174 86
3-1/4 1-21/32|1-3/16 |5-31/32 3-27/32| 2-3/32 |6-11/16 1-17/64 8-27/64 | 9-7/16 |11-23/32 2-17/32| 7-7/32 |3.7795
85 42 30 152 98 53 170 32 214 240 298 64 183 96
3-1/2 1-13/16 | 1-3/16 | 6-5/16 | 4-3/16 = 2-1/4 | 6-7/8 1-17/64| 8-31/32 | 10-1/32 | 12-9/32 2-19/32| 7-9/16 |3.7795
90 46 30 160 106 57 175 32 228 255 312 66 192 96
3-3/4 1-13/16 |1-7/32| 6-1/2 | 4-3/16 | 2-1/4 | 7-3/32 | 1-3/8 9-29/64 | 10-5/8 |12-11/16 2-27/32| 7-3/4 |4.0551
95 46 31 165 106 57 180 35 240 270 322 72 197 103
4 1-7/8 | 1-1/4 | 6-7/8 |4-17/32|2-21/64| 7-7/8 | 1-3/8 10-15/64|11-13/32|13-19/32 2-15/16| 8-9/32 |4.2516 1.
100 48 32 175 115 59 200 35 260 290 345 75 210 108
105 1-7/8 | 1-1/4 | 6-7/8 |4-17/32 2-21/64| 7-7/8 | 1-3/8 10-15/64|11-13/32|13-19/32 2-15/16| 8-9/32 4.4094
48 32 175 115 59 200 35 260 290 345 75 210 112
110 2-1/16 |1.49617.2835 4.9213 | 2.5591 | 8.4646 [1.4961 11.220 | 12.598 | 15.157 3.1496!9.2520 |4.6063
52 38 185 125 65 215 38 285 320 385 80 235 17
120 2-3/8 1.65358.2677 | 5.5118 | 2.7559 | 9.0551 [1.7717 12.598 | 13.976 | 17.008 3.5433 10.512 4.9606
60 42 210 140 70 230 45 320 355 432 920 267 126
130 2.559 [1.7717|8.6614  5.9055 | 2.9528 | 9.4488 | 1.9685 13.780 | 15.157 | 18.307 ' 3.9370 11.220 |5.3150
65 45 220 150 75 240 50 350 385 465 100 285 135
140 2-3/4 1.96859.0551|6.2992 | 3.1496 | 10.039 |1.9685 14.961 | 16.339 | 20.276 1 3.9370 12.402 5.7087
70 50 230 160 80 255 50 380 415 515 100 315 145

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
2) Slot width must be specified when ordering
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Take-up Units [ {HESUN © m
Set Screw Locking

© Medium duty,high-grade cast iron

© Wide inner ring bearing

“ Relubricatable unit with anti-rotation pin
© Standard seal:R-seal
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UCTXO00 Series
Shaft Dia. Dimensions " IRlelEiing
m No.
(in.) [(mm) o [o] p q s b K e a w | h B n
7/8
15/16 5/8 | 13/32 | 2-7/32 1-15/32| 55/64 | 2-1/4 | 15/32 | 3-1/2 |4-1/32 4-7/16 | 1-7/64 | 2-3/4 |1.5000 0.626 05
1 16 10 56 37 22 57 12 89 102 113 28 70 381 159
25
1-1/8
1-3/16 5/8 1/2 2-17/32/1-15/32| 55/64 2-17/32| 15-32  3-1/2 |4-1/32|5-3/32 | 1-3/16 | 3-1/16 | 1.6890 0.689 TX06
1-1/4 16 13 64 37 22 64 12 89 102 | 129 30 78 429 175
30
1-1/4
1-3/8 3/4 | 19/32 | 3-9/32 1-15/16 1-9/64 | 3-9/32 | 5/8 |4-1/64 | 4-1/2 |5-21/32|1-27/64|3-15/32/1.9370 0.748 07
1-7/16 19 15 83 49 29 83 16 102 114 | 144 36 88 49.2 19.0
35
1-1/2 3/4 | 19/32 | 3-9/32 1-15/16 1-9/64 | 3-9/32 | 5/8 |4-1/64 |4-19/32/5-21/32|1-27/64| 3-7/16 | 1.9370| 0.748 08
40 19 15 83 49 29 83 16 102 117 144 36 87 49.2 | 19.0
1-5/8
1-11/16 3/4 5/8 |3-9/321-15/16|1-9/64 | 3-3/8 | 5/8 |4-1/64 4-19/32| 5-7/8 | 1-1/2 |3-17/32/2.0315| 0.748 TX09
1-3/4 19 16 83 49 29 86 16 102 117 149 38 90 51.6 | 19.0
45
1-7/8
1-15/16 1 3/4 |4-1/32|2-17/32| 1-3/8 | 3-3/4 | 55/64 | 5-1/8 | 5-3/4 |6-23/32/1-21/32|4-3/16 |2.1890 0.874 10
2 25 19 102 64 35 95 22 130 | 146 | 171 42 106 | 55.6 22.2
50
2-3/16
2-1/4 1-1/4 | 3/4  4-1/32|2-17/32| 1-3/8 | 4-1/32 | 55/64 | 5-1/8 | 5-3/4 | 7-5/8 |1-21/32/4-11/16/2.5630 1.000 ™1
s 32 19 102 64 35 102 22 130 | 146 | 194 42 119 | 651 | 254
2-3/8
27116 1-1/4 | 13/16  4-3/8 | 2-3/4 |1-39/64) 4-3/4 | 1-1/32 5-15/16| 6-9/16 8-13/16| 1-7/8 5-13/32/2.5630 1.000 x12
60 32 21 111 70 41 121 26 151 167 | 224 48 137 | 65.1 | 25.4
2-1/2 | 1-1/4 | 13/16  4-3/8 | 2-3/4 |1-39/64| 4-3/4 | 1-1/32 5-15/16| 6-9/16 8-13/16| 1-7/8 |5-13/32/2.9370| 1.189 ™>13
65 32 21 111 70 41 121 26 151 167 | 224 48 137 | 74.6 | 30.2
2-11/16
o4 | 1-1/4 | 13/16 4-3/8 | 2-3/4 [1-39/64 4-3/4 | 1-1/32 5-15/16 6-9/16 | 9-1/8 | 1-7/8 | 5-1/2 |3.0630 1.311 TX14
~ 32 21 11 70 41 121 26 151 167 | 232 48 140  77.8 333

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
2) Slot width must be specified when ordering
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Take-up Units FHESUN © pa
Eccentric Locking Collar

© Standard duty , high-grade cast iron

© Wide inner ring bearing

“ Relubricatable unit with anti-rotation pin
© Standard seal: R-Seal
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HCT200 Series
Shaft Dia. Dimensions in. IREUSTE
mm No.
(in.) |[(mm) o a p q s b K e a w j h B n
1/2
9/16
5/8
116 5/8 | 13/32 2 1-1/4 | 3/4 2 17/132| 3 3-1/2 13-23/32| 1-1/4 | 13/16 |2-13/32|1.720| 0.500 T204
12 15.9| 10.3 = 50.8 318 | 191 | 50.8 | 13.5 | 76.2 | 88.9 944 | 31.8 | 20.6 | 611 | 43.7 | 12.7
15
17
3/4
13116 5/8 [13/32 2 1-1/4 | 3/4 2 17/32 3 3-1/2 |3-23/32| 1-1/4 | 13/16 |2-13/32|1.710| 0.500 To04
= 159/ 10.3 508 | 31.8 19.1 | 50.8 | 13.5 | 76.2 | 88.9 944 | 31.8 | 20.6 | 611 | 43.5 | 12.7
13/16
7/8
15116 5/8 | 13/32 2 1-1/4 | 3/4 2 17/32| 3 3-1/2 |3-13/16| 1-1/4 | 15/16 | 2-7/16 | 1.740|0.563 T205
1 15.9| 10.3 = 50.8 31.8 | 191 | 50.8 | 13.5 | 76.2 | 88.9 96.8 31.8 | 23.8 | 61.9 | 443 | 143
25
1-1/16
1-1/8
1-3/16 5/8 | 13/32| 2-7/32 |1-15/32| 55/64 | 2-1/4 | 17/32| 3-1/2 | 4-1/32 | 4.449 |1-15/32|1-3/32| 2-3/4 |1.900 0.626 T206
N 159 103 564 | 373 | 21.8 | 57.2 | 13.5 | 88.9 | 1024 | 113 37.3 | 27.8 | 69.9 | 48.3 159
30
1-1/4
1-5/16
138 5/8 | 1/2 |2-17/32|1-15/32| 55/64 |2-17/32| 17/32 | 3-1/2 | 4-1/32 | 5-1/16 '1-15/32|1-3/16| 3-1/16 |2.010| 0.689 T207
1716 159|127 643 | 373 | 21.8 | 64.3 | 13.5 | 88.9 | 1024 | 1288 373 | 30.2 | 77.8 | 511 175
35
1-1/2
1-9/16 3/4 | 5/8 | 3-9/32 [1-15/16| 1-9/64 | 3-9/32 | 11/16 |4-1/64 | 4-1/2 | 5-11/16 1-15/16 1-5/16|3-15/32| 2.22 | 0.748 T208
e 191 15.9 | 83.3 | 492 29 83.3 | 17,5 | 102 K 1143 | 1445 49.2 | 33.3 | 881 | 56.3 | 19
1-5/8
1-11/16 3/4 | 5/8 | 3-9/32 |1-15/16| 1-9/64 | 3-9/32 | 11/16 | 4-1/64 |4-19/32 5-11/16 1-15/16| 1-3/8 | 3-7/16 | 2.22 | 0.748 T209
1-3/4 19.1| 15.9 | 83.3 | 49.2 29 83.3 | 17.5 | 102 | 116.7 | 1445 49.2 | 349 | 87.3 |56.3 | 19
45

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
2) Slot width must be specified when ordering
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Take-up Units [ {HI-SUN ° I
Eccentric Locking Collar

© Standard duty , high-grade cast iron

© Wide inner ring bearing

© Relubricatable unit with anti-rotation pin
© Standard seal: R-Seal
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HCT200 Series
Shaft Dia. Dimensions in IROUEHTE
mm No.
(in) (mm) o g p q s b K e a w j | h B n
1-13/16
1-7/8
1-15/16 3/4 | 5/8 |3-9/32/1-15/16| 1-9/64 | 3-3/8 | 11/16 | 4-1/64 |4-19/32|5-27/32|1-15/16|1-15/32 3-17/32|2.470|0.748 T210
= 19.1 1159 | 83.3 | 49.2 29 85.7 1 17.5| 102 | 116.7 | 148.4 | 49.2 37.3 89.7 | 627 | 19
50
2
2-1/16
2178 1 3/4 |4-1/32|2-17/32| 1-3/8 | 3-3/4 |0.866| 5-1/8 | 5-3/4 | 6-3/4 |2-17/32| 1-1/2 4-3/16 |2.810|0.874 To11
PR 25.419.1 | 102.4 64.3 35 953 22 | 130.2 H 146.1 | 171.5 | 64.3 38.1 1064 714 | 222
55
2-1/4
2-5/16
238 1-1/4| 3/4 4-1/32|2-17/32| 1-3/8 |4-1/32/0.866| 5-1/8 | 5-3/4 | 7-5/8 |2-17/32|1-21/32 4-11/16|3.060| 1.000 T212
27116 31.819.1 | 1024 64.3 35 1024 | 22 | 130.2 | 1461 | 193.7 | 643 421 1191 | 77.8 | 254
60
2-1/2
2.9/16 1-1/4113/16| 4-3/8 | 2-3/4 |1-39/64| 4-3/4 |17/16|5-15/16| 6-9/16 |8-27/32| 2-3/4 |1-23/32/5-13/32|3.370 1.000 T213
= 31.8/20.6 | 111.1 | 69.9 | 40.9 |120.7| 27 | 150.8 | 166.7 | 224.6 | 69.9 43.7 | 137.3 | 85.7 | 254
2-5/8
2-11/16 1-1/4113/16| 4-3/8 | 2-3/4 |1-39/64| 4-3/4 |17/16|5-15/16| 6-9/16 |8-27/32| 2-3/4 |1-13/16|5-13/32|3.370|1.189 T214
2-3/4 31.8/20.6 | 1111 69.9 | 409 |120.7| 27 | 150.8 | 166.7 | 224.6 | 69.9 46 137.3 | 85.7 | 30.2
70
2-13/16
2-7/8
2-15/16 1-1/4113/16| 4-3/8 | 2-3/4 |1-39/64| 4-3/4 |17/16|5-15/16| 6-9/16 | 9-1/8 | 2-3/4 | 1-7/8 | 5-1/2 |3.630 1.311 T215
. 31.8 20.6 1111 699 | 409 |120.7 27 | 150.8 | 166.7 | 231.8 | 69.9 47.6 | 139.7 | 92.1 | 33.3
75

Note:1) Relubricatable types have suffix “D1”. If maintenance free type is needed, please order without suffix “D1”.
2) Slot width must be specified when ordering
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